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Installing the phone
1. Plugoneend of the handset cord

into the handset.

Plug the other end of the handset
cord into the handset port on the
back of your phone.

3. Pressthe cord into the channel

provided.

If the phone will be mounted on
awall, skipto “Installing a
phone on awall” on page 11.

Disconnect all other equipment
(such as phones or faxes) that
share the phone lines used in the
Venture system. This equipment
will be reconnected after the

~

installation of your Venture
phones. (See step 2 on page 13.)

Determine which telephone line
configuration, shown in the
following three examples, islike
your configuration.

“One or more lines, one phone
jack” on page 8

“Two lines, two phonejacks’ on
page 9

“Two lines, two phonejacks’ on
page 9

5" Note: For more complex

configurations see “ Appendix”
on page 45

Connect the cordsto the cord
adapter module (CAM) and to
the phone as shown in the
example you identified in step 6.

5" Note: The CAM isacord

management device that
connects the telephone lines and

the power adapter to the phone
through one cord.
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One or more lines, one phone jack

1.

Plug one end of asilver 6-wire
cord into the phone jack and the
other end into port 1 of the
CAM.

Plug one end of ablack 8-wire
cord into the phone port of the
CAM, run the cord through the
stand and plug the other end into
the CAM port on the back of
phone.

Plug the power adapter cordinto
the power adapter port on thetop
of the CAM and the other end
into an electrical outlet.
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Two lines, two phone jacks

1. Plugoneend of asilver 6-wire
cordtotheline 1 phonejack and
the other end to port 1 on the
CAM.

line 1 line 2

2. Plug one end of another silver 6-
wire cord to the line 2 phone
jack and the other end to port 2
on the CAM.

3. Plug oneend of ablack 8-wire
cord into the phone port of the
CAM, run the cord through the
stand and plug the other end into
the CAM port on the back of the
phone.

4. Plugthepower adapter cordinto
the power adapter port on thetop
of the CAM and the other end
into an electrical outlet.
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Three lines, three phone jacks

1. Connect oneend of asilver 6-
wire cord to theline 1 phone linel line2 line3
jack and the other end to port 1
on the CAM.

2. Connect one end of another
silver 6-wire cord to the line 2
phone jack and the other end to
port 2 on the CAM.

3. Connect one end of another
silver 6-wire cord to the line 3
phone jack and the other end to
port 3 on the CAM.

4. Plug oneend of ablack 8-wire
cord into the phone port on the
CAM, run the cord through the
stand and plug the other end into
the CAM port on the back of the
phone.

5. Plugthe power adapter cordinto
the power adapter port on thetop
of the CAM and the other end
into an electrical outlet.
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